
INSTRUCTION FEATURES

         Thank you for purchasing our product. Please read this manual before 
use. This product belongs to the desktop small air purifier. The unique 
appearance is designed to bring aesthetic experience to users. Intake air 
from four sides, the top air outlet structure can circulate and purify air 
better. The product is compact and can be placed on the desktop without 
affecting the daily office work. This product can remove micro-particles 
such as microorganisms, PM2.5, animal hair, formaldehyde, benzene, 
smoke, and other harmful gases, while reducing odor, effectively improve 
the surrounding air quality, protect your health, can be described as 
‘small body, big role’.

1．The primary filter can filter floating particles such as hair, pollen, and dust 
      in the air.
2．The high-efficiency filter (HEPA) can filter fine particles such as 
      microorganisms, dust, and PM2.5 as small as 0.3um.
3．With high efficiency activated carbon material filter, the purifier can 
      adsorb formaldehyde, benzene, and other toxic and harmful gases 
      efficiently.
4．The purifier uses high quality brushless DC fans, whose air volume is 
      large and noise is low, with PWM function and three-speed regulation 
      function.
5．Built-in PM2.5 sensors can sense the surrounding air quality in 
      real-time, adjust the wind speed automatically, and display the current 
      environmental value in the display screen so that you can know the air 
      index status at any time.

6．Built-in temperature and humidity sensors can sense the temperature 
     and humidity in the air in real-time, and display the current environmental 
     values in the display area so that you can keep abreast of the air index 
     status.
7．The appearance is designed fashionable. The purifier intake air from four 
      sides of the bottom, exhaust air from the top air outlet, this traditional air 
      duct design brings ultra-efficient air purification effect.
8．This product is suitable for living room, bedroom, office, and other living 
      areas that need purification.
9. The DC24V power outlet of the whole machine has double protection 
      systems of over-voltage protection and reverse connection protection.

3.Timer/Sleep (multi-function) button          : Press the timer button            
once, the timer indicator         lights on, start the timing function for 2 hours
operating         ; press the timer button again, start the timing function for 4 
hours operating           ; press the timer button again, start the timing 
function for 8 hours operating            ; press the timer button once more, 
enter sleep mode, the indicator             lights on, all display shut down, all 

lights dim, machine only purify at wind speed gear 1, press the timer button 
again, the machine enter auto mode; operation in cycle like this.

5.Child lock status           : Press the multi-function button            and the 
ON/OFF button           at the same time, the light of            is on, the child 
lock function is on, the whole machine is locked in the current state, and 
there is no response when touching the buttons, so as to prevent children 
from touching it randomly; to cancel the child lock, press two keys at the 
same time too,            lights off.

6.PM2.5 value display function: PM2.5 sensor automatically senses air 
quality after start-up, and displays the value in PM2.5 value display area. 
(Note: the value displayed in this function is for reference only, and cannot 
be compared with professional equipment.)
7. Temperature / humidity sensing function: Built in temperature and 
humidity sensor, after the machine starts, it senses the temperature and 
humidity of the surrounding environment, and displays the value of the 
current environment in the display area.
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1. Open the package, take out the machine, Remove the package bag. 
    Rotate the filter in the direction  ‘        ’ indicated and tighten the filter 
    clip.
2. To give full play to the performance of air purifier, the air inlet and outlet of 
    the main engine should be kept at a certain distance from the shield. 
    Being more than 15 centimeters is suggested.
3. Take out the power adapter, connect the power supply and the purifier 
    socket. After power on, it will beep and flash the button light.
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1. ON/OFF button          : After connecting the power supply, the machine 
sounds‘beep’ once and is in the standby state, the ON/OFF button           
is flashing red light. Press it once to start air purification system up, the 
machine enters the automatic mode, the auto mode button            lights on, 
the wind speed is one gear, the PM2.5 sensor, and the temperature and 
humidity sensors begin to work, the panel displays the current environment 
data. Long press the ON/OFF button            for 3 seconds, shut down the 
machine. 

NORMALAIR QUALITY GOOD BAD

76-150PM2.5 0-75 >150

LIGHT COLOR Green RedYellow

WIND SPEED Gear 1 Gear 2 Gear 3

33 5 6 7 8

9 10 11 11

PRODUCT NAME Desktop air purifier

Adaptor voltageProduct size Φ220X H326mm 100-240V AC

Rated voltage 24V DC, 1A 1�pieceManual

Rated power 24W

Net weight

Gross weight

1.6KG            CADR         170 （m  / h）

2.7KG Applicable area  12-20 m

Purification level High efficient
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Desktop air purifier user manual常见的问题分析

现象

有异味

出风口没风

感觉不到效果

原因和解决方案

滤网太脏，长时间没有更换——更换滤网。

滤网进水或曾经在潮湿环境使用机器——更换滤网。

封存一段时间后重新使用——清洁滤网，如果不能解决则更换滤网。

如果有烧糊焦味——立即停止使用，拔掉电源，联系维修。

点击没有运转——检查供电是否正常，更换电源适配器或联系维修。

过滤网失效——更换过滤网。

在不适当场所使用（面积过大）
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Desktop air purifier user manual

1.Do not use liquid to clean or sprinkle on the product.
2.There is a high-speed wind wheel rotating in the purifier. Do not put 
   hands or foreign matters into the air inlet and outlet.
3.Try to place the purifier out of the reach of children. Do not give the 
   product to children.
4.Do not put the hair, fabric, etc. close to the main engine to avoid getting 
   involved or covering the air inlet and outlet.
5.In order to improve the purification effect, close the doors and windows 
   as much as possible when using the product. (Please ventilate when using 
   with combustion device to avoid carbon monoxide poisoning.)
6.Do not use different specifications of power adapter, please install the 
   power adapter attached with this product.
7.Do not use the purifier in the bathroom or other places with high 
   temperature, humidity and water sticking.

Problems

Smelly

There is no wind at 
     the air outlet

Feeling ineffective

Reasons and Solutions

The motor is not running - check whether the power supply is working normally, 
replace the power adapter or contact maintenance.

Invalid filter - replace the filter.

 Use in inappropriate places (overlarge area)

The filter is too dirty and has not been replaced for a long time - Replace the filter.

Filtration nets feed water or have used machines in humid environments

 - Replace the filter.
Reuse after a period of storage - Clean the filter, replace it if not solved.

If there is burning smell - Stop using immediately, disconnect the power supply, 

contact maintenance.
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2.Mode switching button          : After starting the machine, the machine 
enters automatic operation mode. Under auto mode, auto mode button       
lights on, press the button          once, switch to manual mode, the light of 
gear 1 is on, press the button          again to enter the gear 2, then press 
the button         again to enter the gear 3, and press the button          once 
more to enter the auto mode, operate circularly like this.

4.Filter replacement reminder            : The total cumulative working time of 
the filter is about 6 - 8 months, when the accumulated service time of 
machine reaches this set time limit. the alarm will be given every time the 
machine is turned on (             lights on and makes sound), then             light 
keeps flashing to remind users replace the filter; After replacing the filter, it’
s needed to cancel the alarm (long press multi-function button             for 6 
seconds, it flashes and makes a sound), then             lights off, the machine 
starts calculating the working time from zero. 

Always unplug the power adapter before carrying out any maintenance!

1． Daily cleaning and maintenance time of filter for reference: about once 
       a month. The surface of the filter screen can only be cleaned with a 
       brush and dry cotton cloth. Do not use water or detergent to clean the 
       filter. The material of filter is easy to be damaged and deformed. Please
       do not press and pull hard when cleaning. If there is any damage, 
       replace the filter and then use it.
2．Filter replacement time for reference: about 6 - 8 months to replace 
      once. According to different places of use and methods of use, such as 
      heavily polluted areas, smoking of family members, etc., the
      replacement cycle of filter may be shortened. Please replace the filter in 
      time when the filtering effect is not good.
3．External surface cleaning: wipe the external surface and air inlet and 
      outlet with a soft wring cloth. Please do not use chemical cleaner to 
      clean the surface.
4．Idle for a long time: Unplug the power adapter, clean the external surface 
      and filter. Put on the plastic bag and store in a place with less moisture.
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